
5.3 Convenience Feature (CF) Model 210 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
Diagnosis – Function Test (Convenience Feature)

Test step/Test scope Test condition Nominal value Possible cause/Remedy 1)

O 1.0 Power windows Ignition key position “1“ 

Open side windows Press back of power window switch
down to first detent.

Side window opens, as long as 
switch is depressed.

  14 Complaint No.’s 6, 9, 12, 14

Open side windows 
(one-touch opening)

Press back of power window switch 
down past first detent.

Side window opens completely
(switch does not have to be 
held depressed).

  14 Complaint No.’s 7, 10

Close side windows Press front of power window switch
down.

Side window closes, as long as 
switch is depressed.

  14 Complaint No.’s 8, 11, 13, 15

O 2.0 Sliding/pop-up roof Ignition key in position “1“

Open sliding roof Push sliding/pop-up roof switch 
toward rear.

Sliding roof opens.   14 Complaint No. 4

Close sliding roof Push sliding/pop-up roof switch 
toward front.

Sliding roof closes.   14 Complaint No. 3 

Open pop-up roof Push sliding/pop-up roof switch up. Pop-up roof opens.   14 Complaint No. 5 

Close pop-up roof Pull sliding/pop-up roof switch down. Pop-up roof closes.   14 Complaint No. 3 

1) Observe Preparation for Test, see   22.
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5.3 Convenience Feature (CF) Model 210 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

Diagnosis – Function Test (Convenience Feature)

Test step/Test scope Test condition Nominal value Possible cause/Remedy 1)

O 3.0 Central locking
Side windows and
sliding/pop-up roof

Using IR transmitter or ignition key, lock
front doors or trunk lid and hold in this
position.
(Windows synchronized,   22).

Open sliding/pop-up roof or open side
windows close.

  14 Complaint No. 17

O 4.0 Safety opening
Side windows and
sliding/pop-up roof

Within 5 sec. after centrally locking
(Sliding/pop-up roof and side windows
are not to be closed), unlock vehicle
withg IR transmitter or ignition key and
hold in this position.

If windows and sliding/pop-up roof 
are not closed completely, 
they open in approx. 1 – 2 sec.

If windows are closed completely, 
the windows will open in > 1 sec.
Sliding/pop-up roof will remian closed.

  14 Complaint No. 17

1) Observe Preparation for Test, see   22.
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